C BAY51-Q LED FriEBR£2LEDKT

BAY51-Q LED Explosion-proof Corrosion-proof Plastic Light Fitting For LED Lamp

RIFA7FRr Application
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= Widely used for the illumination on various marine
platforms, chemical tankers, LNG ships and hazardous
cargo wharfs, etc..

= Can reliably work in severe environment exposed in
moisture, vibration or corrosion;

= Explosive hazardous atmosphere Zone 1, Zone 2,
Zone 21, Zone 22.

¥J{& Housing B 5 Electric

= GRP#1/R * fEREREER, TRERA

= GRP material = Constant current constant voltage drive power, wide voltage input
iERAE Transparent cover TR 223 (J) Data for light with emergency function
= PCHIR, #idJiid « BENR, KARIE=120min

= PC material, stands 4) impact = Single tube emergency, emergency lighting time =120 min

i#%HELE Selection table

e HEBE(Y) | BENEW) | kEm(m) | PBARE BxMark Ef(o)
Type Rated voltage | Rated power | Luminous flux | GB |IECEX ATEX Weight
BREEO LR | ypongag | VEE  |TRED ExdeopisICToGb | Ex db eb 1iC T6 Gb gnz GExdbebncTeGy | &
50/60H Ex tb 1IC T80°C Db IP66 112 D Ex tb 1IC T80 Db IP66
BAYSI-QLED1Bx2 | PO 18Wx2 3720 ERIREE (PO TR 13.3
BAY51-Q LED14x 2 14W x 2 2905 8.5
BAY51-Q LED14x2) | 100v~-277VAC | 14W % 2 2005 ExdeqopisICTO'Gh | ExdbebqC T Gb | &2 GExdbebquCTO Gb | 8.8
50/60Hz Ex D A21 IPA6 TBOC Ex tb TIC T80°C Db IP66 | €112 D Ex th 1IIC T80°C Db 1P66
BAY51-Q LED28 x 2 200V~250V DC | 28W x 2 5770 " ikl " ikl " kiR 13.7
"See Selection Table "See Selection Table "See Selection Table
BAY51-Q LED28 x 2J 28W x 2 5770 14.4

< TR NEHREL, ERFRERRRAXERHEL, B8,
= The light fitting is supplied with Ex type stopping plug and Ex cable gland is on request.

phiginsikEl % Ex—Mark Selection table

B4R Temperature classification
AUERION) -40C<Ta<+45C -40C=<Ta<s+55T
Rated power

Sk Gas Sk Gas
14x2,14%x2J,28x%x2, 28x2J T6 T5
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¥ AS# Technical parameters

HITHRAE Conformity to standards

IEC60079, EN60079, GB3836, GB12476, CCSAEHMSE (CCS standard)

IFEER A Ambient temperature

-40°C~+55C

SEIRZER Light source

LEDXTE LED tube

&R Color temperature

5000K + 250K (3000K. 4000KEJ3 Optional)

B & I5EK Color rendering index Ra=80
FfifREELR Degree of protection IP6E6
FifESZR Corrosion-proof WF2

B455| A0 Cable entris

4x ©267L, EdxM25x 168888, HMER2 x M25 x 1,548 = (& 9E4) DQM-I1/11I Exe,
& AF © 12.5~ ©20.5mmEB4

4% ®26 hole, with 4xM25x1.5 plug (Plastic). 2xM25x1.5 gland (Nickel plated brass) DQM-11/111 Exe

is recommended, suitable for ®12.5~®20.5mm cable

Lk Terminal

3x 1.5~4mm’

JMEZR~ Outline dimension

¢d/1000Im

— C0/180
— C80/270

[ 5,154

Light distribution curve

¢d/1000Im

—C90/270

[5,:::E54

Light distribution curve

,m
E)
g

! (B

210

IWx 2, 14Wx2

222

‘ 1332

210

:
" A
f

800

18BWx 2, 28Wx 2

ex.warom.com \ 058



